
CK TO

ALOGUE

lp ??

PP

AA

GG

EE
BA

CAT

He

PLEASE SEE FOLLOWING PAGE FOR FURTHER DETAILS

TUPY PIPE FITTINGS - NPT MP CLASS 150
UNION, SINGLE BRASS SEAT 1070

Nominal Diameter Dimensions in mm Unitary Weight
Galvanization (kg)in mm C(min.) S S1

1/4
3/8
1/2
3/4
1

1 1/4
1 1/2

2
2 1/2

3
4

8
10
15
20
25
32
40
50
65
80
100

36,5
41,0
43,5
49,5
52,5
57,5
61,0
70,0
82,0
89,0
98,0

28,0
32,0
37,0
43,5
52,5
63,5
71,5
86,5
104,5
129,5
152,5

16,6
20,1
25,4
31,6
38,5
48,5
55,0
68,5
84,5
97,5
123,5

0,098
0,108
0,186
0,258
0,348
0,628
0,731
1,041
2,178
2,752
3,930

Dimensions: According to ABNT NBR 6925, ASME B 16.3 and ASME/ANSI B 16.39
Material: Black Malleable Iron
Surface Protection: Black or Galvanized according to ABNT NBR 6326
Screw: NPT according to ASI/ASME B 1,20,1 7-1 and ABNT NBR 12912
Tolerance Pressure: According to pressure table

Temperature

ºC
-29 to 66

93
121
149
177
204
232

Service pressure
According ASME B 16.3

Nominal Size
1/4 to 6

psi
300
265
225
185
150

-
-

Union service pressure
Accord. ASME/ANSI B 16.39

Nominal Size
1/4 to 4

psi
300
265
225
185
150
110
75

Service pressure
According NBR 6925

Nominal Size
1/4 to 6

MPa
2,1
1,8
1,5
1,3
1,0
0,7
0,5

NPT MEDIUM PRESSURE FITTINGS (CLASS 150)
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